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Enhanced Installation
Components
The range of Keylite enhanced installation components aim to make the Keylite 
Roof Window increasingly more watertight from the moment they are applied. 

Vapour Collar Thermal Collar

Felt CollarFlashing

Window

Thermal Collar

Window Sizes 
(WxH)

550x780 550x980 550x1180 660x1180 780x980 780x1180 780x1400 940x1400 940x1600 1140x1180 1340x980 1340x1400

Felt Collar 
Product Code

FC 01 FC 02 FC 01C FC 03 FC 04 FC 05 FC 06 FC 07F FC 07 FC 08 FC 09 FC 10

Vapour Collar 
Product Code

VC 01 VC 02 VC 01C VC 03 VC 04 VC 05 VC 06 VC 07F VC 07 VC 08 VC 09 VC 10

Installation 
Package
Product Code
Includes Felt Collar 
and Vapour Collar

IPC 01 IPC 02 IPC 01C IPC 03 IPC 04 IPC 05 IPC 06 IPC 07F IPC 07 IPC 08 IPC 09 IPC 10

Felt Collar

The Keylite Felt Collar (FC) is manufactured 
from a fl exible material that creates 
an impenetrable seal around your roof 
window and unites with the underfelt 
of your roof to ensure a watertight seal. 

Vapour Collar

The Keylite Vapour Collar (VC) enhances 
the air tightness around your Keylite roof 
window, as well as preventing vapour 
passing through your roof constuction. 
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